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REQUIRED OFF STREET PARKING

2 PARKING SPACES PER DWELLING UNIT 

1 PARKING SPACE PER CASITA


ASSUME : 61 RESIDENTIAL LOTS W/ A CASITA

61 DWELLING UNITS + CASITA = 183 SPACES


PROVIDED OFF STREET PARKING

2 SPACES PER GARAGE

2 SPACES PER DRIVEWAY


61X4=244 OFF STREET PARKING SPACES


 ON STREET PARKING WILL NOT BE ALLOWED

 WITHIN THIS SUBDIVISION.


PARKING TABLE


CONNECTIVITY RATIO 

CONNECTIVITY RATIO = 9 LINKS / 8 NODES = 1.125


-  8 NODES


#  -  9 LINKS
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DEVIATION FROM CITY STANDARDS


- OVER-LENGTH CUL-DE-SACS

LENGTHS:


"E" STREET TO "D" AVENUE = 18670'

"C" AVENUE = 1016"


- ON-SITE PRIVATE STREET WIDTH IS 30' B/C TO B/C WITH

30' ROLL CURB, WHERE 37' IS REQUIRED WITH 2' "L"

TYPE CURB.


- 30" ROLL CURB ON ALL ON-SITE PRIVATE STREETS.


BUILDING ELEVATIONS AND FLOOR PLANS


THE LOTS ARE CUSTOM LOTS AND THEREFORE ,

ELEVATIONS AND FLOOR PLANS ARE NOT PROVIDED 

DEVELOPMENT STANDARDS
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SITE PLAN FOR

SITE DEVELOPMENT REVIEW


PARCEL 1 @ THE 180

A PORTION OF APN 138-31-702-002


BUILDING SETBACK TABLE (RPD7)


BUILDING HEIGHTS TABLE (RPD7)
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